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Exterior hardware

Door knockers and mail slots

02-3125, 02-31251/02-31251U, 

02-31252/02-31252U
Door knocker (models with and without viewers)

 � 02-3125 Knocker only
 � 02-31251 with 700 viewer, 02-31251U with U700 viewer, 02-31252 with 701 

viewer, 02-31252U with U701 viewer
 � 02-31251 and 02-31251U for door thickness 7⁄8" – 1 9⁄16"
 � 02-31252 and 02-31252U for door thickness 1 5⁄8" – 2 1⁄8"
 � Bolts through door

Finishes

BHMA Description Substrate Finish

605 Bright Brass Brass B3

609* Blackened Brass Brass B5

619 Satin Nickel Brass B15

622 Matte Black Brass B-BLK

625 Bright Chrome Brass B26

626 Satin Chrome Brass B26D

– Aged Bronze Brass B-643e/716

*B5 knockers are not available with viewer. B3 is furnished with B4 (606) viewer, 716 is furnished with B10B viewer, B15 (619) is 

furnished with a 626 viewer. For other colors, consult factory. 

Finishes

BHMA Description Substrate Finish

605 Bright Brass Brass B3

609 Blackened Brass Brass B5

619 Satin Nickel Brass B15

622 Matte Black Brass B-BLK

625 Bright Chrome Brass B26

626 Satin Chrome Brass B26D

– Aged Bronze Brass B-643e/716

628 Clear Aluminum Anodized Aluminum PA28

For other colors, consult factory.

620
Magazine size letter box plate  

with standard (open) back plate

 � Spring-loaded front plate
 � Through bolt mounting available, order separately 09-355 – finish.
 � Packed with fasteners for wood applications

601
Sleeve for use with letter box plate

 � For use on 1 3⁄4" hollow core doors
 � Prevents items falling into door
 �  1⁄4" Wide strengthening rib for added durability
 � Can be stacked thicker doors

Dimensions

Length Width Projection Mounting hole 

center to center

5 15⁄16" 3" 1 1⁄16" 3 15⁄16"

Dimensions

Overall size Plate opening

13" W x 3 9⁄16" H 11" x 2" high

Dimensions

Overall size

11 7⁄16" W x 2 11⁄16" H x 1 3⁄4" D

Specifications

Material substrate Made from forged brass

Certifications Meets ANSI/BHMA 

156.16, L23161

Specifications

Material substrate Made from brass or aluminum

Certifications Meets ANSI/BHMA 156.16, L26031

Specifications

Material substrate Made from stainless steel


